
CLEANING PROCEDURES

ASSURE THAT THE WEAPON IS COMPLETELY UNLOADED AND FOLLOW ALL 
RECOMMENDED FIREARM SAFETY PROCEDURES.

1. Remove the gas plug(1) by depressing the plug   
  detent and unscrewing the the gas plug(1)
2. Remove the gas piston(2) and piston spring(3)    
 NOTE: Depending on the amount of build-up it is  
 normal to have to tap the gas piston out. 
3. Insert a 0.375” cleaning brush such as a 9mm bore   
 brush with solvent into gas piston housing and scrub   
 until all residue is removed to your satisfaction.   
 Clean the piston and plug by simply wiping them down   
 with solvent 
4. Remove all solvents. Any residual solvent will burn   
 off when the weapon is fired. 
5. Apply a small amount of oil to piston plug before   
 re-installing.
7. Re-assemble in reverse order being careful to properly  
 install the gas plug. Tighten all the way down to   
 the ON position.

ON Position OFF Position

MAINTENANCE RECOMMENDATION

 As with any firearm, regular and proper maintenance is required to ensure reli-
ability. While this conversion overcomes many of the problems inherent with the 
direct impingement system of the AR platform, it is not a substitute for proper 

cleaning and maintenance. 

Piston Assembly
exploded view
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Note the small end of the Bolt 
Spring around the Bolt
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